
HEALTH & SAFETY

EU limit value for this product (A/h 750 g/l (2007) 750 g/l (2010)
This product contains max 614 g/l VOC
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SHELLAC
SANDING
SEALER
Sealer for new and stained timbers, 
including M.D.F prior to other Shellac 
finishes e.g. Waxes. Interior use only.

250ml
UN No. 1263

SHAKE / STIR WELL BEFORE USE
In colder weather or after prolonged storage the product may require stirring as 

well as shaking. Test for compatibility in an inconspicuous area first. Finish may vary 
depending on wood type and condition.

Instructions for use: Ensure all surfaces are clean, dry and free from grease and dust. 
Apply Shellac Sealer with a brush or cloth-often called a ‘rubber’. Apply up to five coats, 

allowing to dry thoroughly between applications. After the first coat, the surface of the 
wood may appear roughened - lightly rub down with the finest wire wool or flour paper. 

The final coat can be applied using a mixture of 50/50 Methylated Spirit and Shellac Sealer. 
Clean all brushes etc with Methylated Spirit.
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UFI: 0750-R0RV-900S-RH83

HEALTH, SAFETY & ENVIRONMENTAL INFORMATION
Highly flammable liquid and vapour. Causes serious eye irritation.
If medical advice is needed, have product container or label at hand. Keep out of reach 
of children. Keep away from heat, hot surfaces, sparks, open flames and other ignition 
sources. No smoking. Wash hands thoroughly after handling. Wear protective gloves, 
protective clothing, eye protection, face protection. IF IN EYES: Rinse cautiously with 
water for several minutes. Remove contact lenses, if present and easy to do. Continue 
rinsing. If eye irritation persists: Get medical advice/attention. Dispose of contents, 
container to a hazardous or special waste collection point. 

Very high: VOC content >50% 
VOCs (Volatile Organic Compounds) Contribute to atmospheric pollution.
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