
PROVIDES A TRANSPARENT / 
TRANSLUCENT FINISH. 
OILS AND PROTECTS WITH 
EXCELLENT WATER BEADING. 5L

P R E M I E R

Contains Added UV Stabilisers

P R E M I E R

OIL 
BASED*

WATER
BASED

OIL/SPIRIT BASED
DEEPER PENETRATION
GREATER PROTECTION

Regular treatment gives
Superb water repellency

UFI: TP30-N0AQ-S00V-UCRX

A premium quality top coat decking oil incorporating 
anti-slip technology. Improves grip on decking, 
handrails and wooden steps. A low sheen finish 
with UV stabilisers helps to slow wood turning 
grey. Resists flaking or cracking with excellent 
water beading. Oils and protects. Contains surface 
biocide to protect against fungal and mould attack.

APPLICATIONS
Can be used on wooden decking and steps or other 
wood surfaces where improved grip is desirable 
(e.g. play frames). A test patch in an inconspicuous 
area is recommended to determine compatibility 
and colour with previous finishes. 

DIRECTIONS & PRODUCT APPLICATION
Preparation on unpreserved new wood:
If using on new, unpreserved timber treat with 
Nourish & Protect Universal Preservative (ideally 2 
coats, all sides) and leave to dry for 24 - 48 hours 
prior to using Anti-Slip Top Coat Decking Oil.
Preparation on preserved new wood:
Recommend treating with Barrettine All-in-One 
Decking Oil or micro porous finish (ideally 2 coats, 
all sides) and leave to dry for 24 - 48 hours. N.B. New 
wood should be first wiped down with white spirit 
to remove surface resins etc. Highly resinous timbers 
and some hardwoods may effect performance and 
final results. The surface is then prepared and ready 
for Anti-Slip Top Coat Decking Oil.
Preparation of insitu / existing wood:
Ensure all surfaces are clean, dry and free from 
dust, dirt and algae. Old paints and lacquers must 
be completely removed. Treat with a mould and 
mildew cleaner if necessary. Treat with a decking 
oil or microporous finish (1-2 coats) and leave to dry 
for 24 - 48 hours before applying Anti-Slip Top Coat 
Decking Oil.

PRODUCT APPLICATION
Shake well before use and stir during use. Decant 
into a paint kettle and apply an even coat to 
required surfaces to ensure optimum performance, 
finally brushing in the direction of wood grain. 
Normally one coat applied liberally with a wide 
bristle brush is sufficient, a second coat may be 
applied after 12 - 24 hours. Leave for 24 - 72 hours 
or until dry before subjecting to foot traffic. Do not 
apply if the ambient temperature is below 5°C, in 
damp conditions or rain is likely within 24 hours 
of application. Clean up all equipment with White 
Spirit. Coverage of up to 17 square metres per litre 
depending upon absorbency of wood. 
Anti-Slip Top Coat Decking Oil is unsuitable to use 
as a stand alone finish on bare/untreated decking 
boards and other timber surfaces.

LIMITATIONS
Please be aware anti-slip properties will be reduced 
due to certain conditions/situations. i.e. over time 
due to weathering, the potential build-up of mould 
& algae if not treated, in very wet conditions or 
when the surface is wet or damp and over a period
of time due to wear and tear from foot traffic. We 
recommend surfaces treated with ANTI-SLIP TOP 
COAT DECKING OIL are retreated after 6 months or 
as soon as it has been noted the anti-slip properties 
have been reduced. The anti-slip performance will 

also be affected if the treated surface is not kept 
clean and any soiled material is not removed. Heavily 
trafficked areas will need to be renovated more 
frequently when signs of wear are detected. Standing 
water will reduce the effectiveness of grip so should be 
swept away, likewise swollen wood with raised fibres 
(this also indicates water repellency has decreased). 
This material is intended for use in light domestic 
situations. Not for use in areas of constant high 
humidity, wet or damp areas such as shower rooms and 
around swimming pools. DISCLAIMER The information 
contained herein is to the best of our knowledge true 
and accurate and is given in good faith but without 
warranty. It is our recommendation that a trial area is 
first coated to ensure the product is satisfactory, it is 
the responsibility of the end user to determine as to 
whether this product is suitable in any given situation.

SHELF LIFE
Please refer to expiry date. Product must be in 
unopened original packaging stored in a cool dry 
place between +5°C and + 25°C.

Rated Low Slip Risk according to BS 7976-2

High: VOC content 25% - 50% VOC’s (Volatile
Organic Compounds) contribute to atmospheric

pollution. EU limit for this product (cat/A/i): 500g/l
(2010). This product contains max 498g/l VOC.

HEALTH, SAFETY & ENVIRONMENTAL 
INFORMATION
WARNING
Contains: Hydrocarbons, C9-C11, n-alkanes, 
isoalkanes, cyclics, < 2% aromatics.
Flammable liquid and vapour. May cause 
drowsiness or dizziness.
If medical advice is 
needed, have product 
container or label 
at hand. Keep out 
of reach of children. 
Keep away from 
heat, hot surfaces, 
sparks, open flames 
and other ignition 
sources. No smoking. 
Avoid breathing 
fume, mist, spray, 
vapours. Use only 
outdoors or in a well-
ventilated area. Wear 
protective gloves, 
protective clothing, 
eye protection. Store 
locked up. Dispose of 
contents/container 
to hazardous or 
special waste collection point, in accordance with 
local, regional, national and/or international 
regulation. Repeated exposure may cause 
skin dryness or cracking. Contains 3-iodo-2-
propynyl butylcarbamate; 3-iodoprop-2-yn-1-yl 
butylcarbamate(55406-53-6). May produce an 
allergic reaction.
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The following colours are also available 
in our Decking Oil Range.

The colour swatches are an indication only 
and representative of the product applied 
to clean new/pale timber. The final colour 

finish can vary considerably due to the 
age, type & condition of the timber being 
treated. We always recommend carrying 
out a test area first in an inconspicuous 

area to make sure you are happy with the 
final dried colour/finish.

Natural Oak

Amber Light Oak

Dark Oak

Cedar Red

Rosewood

Clear
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Store & keep upright at all times. Shake/stir well before and during application.


